Roof Curb

(Pitched Metal Roof)
Commercial & Industrial Roof Systems

STAN DARD FEATURES

Mitered top & hottom flanges
»  Water tight welds
+ 12" minimum height
+ 1-1/2" foil-faced insulation board
+ Integral water-diverting cricket
= Welds zinc enriched, primed & finish

STEEL OPTIONS

01- 18 gauge Galvalume steel”
02 - 20 gauge Galvalume steel
03 - 0.080 aluminum

04 - Stainless steel

05- 16 gauge galvanized

06 - 18 gauge galvanized

OPTIONAL FEATURES*

No insulation

Top flange bent to outside
Interior protective metal liner
Splash guard

Sidewall support bracing
Burglar bars
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coated 07 - 20 gauge galvanized Purlin support rails
Internal damper flange
*Standard *Customized Dimensions Available
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Roof Access Hatch

Commercial & Industrial Roof Systems
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STANDARD FEATURES

Roof Curb »  Double weather seal lid
- Mitered top & +  Positive lock
bottom flanges »

Hold open gas shock
Internal or external lasp
locking system

Welds zinc enriched
primed & finish coated

- Water tight welds _

- 12° minimum height

- 1-1/2" foil-faced &
insulation board

- Integral water-
diverting cricket

STEEL OPTIONS

01- 18 gauge Galvalume steel*
02 - 20 gauge Galvalume steel
03 - 0.080 aluminum

04 - Stainless steel

05- 16 gauge galvanized

06 - 18 gauge galvanized

07 - 20 gauge galvanized
*Standard

OPTIONAL FEATURES*

No insulation

Top flange bent to outside
Interior protective metal liner
Splash guard

Purlin support rails
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*Customized Dimensions Available
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3-Piece Roof
Stack Flashing

Commercial & Industrial Systems

STAN DARD FEATURES STEEL OPTIONS OPTIONAL FEATURES*
Roof Curb 01- 18 gauge Galvalume steel” A No insulation
- Mitered top & bottom flanges 02 - 20 gauge Galvalume steel B. Top flange bent to outside
- Water tight welds 03 - 0.080 aluminum C. Interior protective metal liner
- 12" minimum height 04 - Stainless steel D. Splash guard
- 1-1/2" foil-faced insulation board 05- 16 gauge galvanized E. Purlin support rails
- Integral water-diverting cricket 06 - 18 gauge galvanized J.  Split assembly
« Tapered stack flashing 07 - 20 gauge galvanized

« Adjustable storm collar
+ Welds zinc enriched primed & finish coated

*Standard *Customized Dimensions Available
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Equipment Rail
(Pitched Metal Roof)
Commercial & Industrial Roofs

STANDARD FEATURES STEEL OPTIONS OPTIONAL FEATURES*
+ Pressure-treated wood top 05 - 16 gauge galvanized* A. No insulation
+ Metal flashing cap G. Purlin support rails
+  Welds zinc enriched, primed & finish K. Cant
coated
*Standard *Customized Dimensions Available
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Quote Request Form

Date:

Company Name:

Contact:

Phone:

Fax:

METAL RIBBED ROOF INFORMATION
Brand of Roof:

Roof Style:

Roof Rib Spacing:

LENGTH
MODEL # oD

MIN. CAPS ROOF

HEIGHT W/L/N* PITCH ‘ DIAMETER'

*W/L/N - Roof Rib Transition Caps: Welded, Loose or None
1- Indicate diameter for Stack Flashing only
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CUSTOMIZED DIMENSIONS (inches)
A. C.

STEEL OPTIONS

01- 18 gauge Galvalume steel”
02 - 20 gauge Galvalume steel
03 - 0.080 aluminum

04 - Stainless steel

05- 16 gauge galvanized

06 - 18 gauge galvanized

07 - 20 gauge galvanized

*Standard

OPTIONAL FEATURES*

A. No insulation

Top flange bent to outside
Interior protective metal liner
Splash guard

Sidewall support bracing
Burglar bars

Purlin support rails

Internal damper flange
Wood nailer on top

BI Dl

Split assembly
Cant (equipment rail only)

COMMENTS:

1-1/2" foil-faced insulation board
Wood nailer on side
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*Customized Dimensions Available
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